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1 Message Set Overview

This document describes the RMB Cross-border Payment message set.

1.1 List of MessageDefinitions

The following table lists all MessageDefinitions used in this document.

	MessageDefinition
	Definition

	cips.801.001.01

SystemStatusChangeNotice
	CIPS sends this message to inform all Participants of the operating status of the system. The system status change information becomes effective immediately.

	cips.803.001.01

ParticipantStatusChangeNotice
	CIPS notifies all other Participants of the status information of some Participant through this message, and all other Participants change the system operating status of the Participant according to this message, which becomes effective immediately.

	cips.805.001.01

RequestForLogin/Logoff
	After a Participant sends this message to CIPS for login/logoff operation, CIPS will send an AnswerForLogin/Logoff message to the Participant.

	cips.806.001.01

AnswerForLogin/Logoff
	After a Participant sends a RequestForLogin/Logoff message to CIPS for login/logoff operation, CIPS will send this message to the Participant.

	cips.807.001.01

ForcedOfflineNotice
	CIPS sends this message to Direct Participants to notify the Participants that they have been forcibly logged off from the system (excluding forbidden login). The Participants change their inner-bank system logging status to LOGF according to this message.


2 <cips.801.001.01> SystemStatusChangeNotice

2.1 MessageDefinition Functionality

2.1.1 Scope

CIPS sends this message to all Direct Participants. Upon receiving this message, the Participants reply to CIPS with a CommonConfirmation (cips.900) message.

2.1.2 Usage

CIPS sends this message to all Direct Participants. Upon receiving this message, the Participants reply to CIPS with a CommonConfirmation (cips.900) message.

2.1.3 Outline

The SystemStatusChangeNotice MessageDefinition is composed of 2 MessageBuildingBlocks:

A. MessageIdentification  

B. ProprietaryData  

2.2 Structure

	Or
	MessageElement/BuildingBlock
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	Message root 
	<AdmstnPrtryMsg>
	[1..1]
	
	[1..1]
	
	

	
	--MessageIdentification
	<MsgId>
	[0..1]
	
	[1..1]
	
	

	
	----Reference

    (MessageIdentification)
	<Ref>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	

	
	--ProprietaryData
	<PrtryData>
	[1..1]
	
	[1..1]
	
	

	
	----Type

    (MessageType)
	<Tp>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	C1

	
	----Data
	<Data>
	[0..1]
	
	[1..1]
	
	

	
	------OriginalSystemDate
	<OrgnlSysDt>
	
	
	[1..1]
	ISODate
	

	
	------OriginalSystemStatus
	<OrgnlSysSts>
	
	
	[1..1]
	SystemStatus (Max4Text)
	C2

	
	------CurrentSystemDate
	<CurSysDt>
	
	
	[1..1]
	ISODate
	

	
	------CurrentSystemStatus
	<CurSysSts>
	
	
	[1..1]
	SystemStatus (Max4Text)
	 C2

	
	------NextSystemDate
	<NxtSysDt>
	
	
	[1..1]
	ISODate
	

	
	------MemberChangeNumber
	<MmbChngNb>
	
	
	[0..1]
	Exact8NumericText
	

	
	------ParameterChangeNumber
	<ParamChngNb>
	
	
	[0..1]
	Exact8NumericText
	

	
	------DirectMemberChangeNumber
	<DrctMmbChngNb>
	
	
	[0..1]
	Exact8NumericText
	

	
	------Unstructured

       (RemittanceInformation)
	<Ustrd>
	
	
	[0..1]
	Max35Text
	C3


2.3 Constraints

C1 fixed as cips.801.001.01

C2 CLSD: closed

      ACTV: activated

      SUSP: suspended

      CLSG: closing

      NTAC: nighttime activated

      NTSP: nighttime suspended

      NTCS: nighttime closed

C3 Chinese characters allowed

2.4 Message Building Blocks

This chapter describes the MessageBuildingBlocks of this MessageDefinition.                                

2.4.1 MessageIdentification  <MsgId>

Presence: [0..1]

Definition: 

MessageIdentification  <MsgId> contains the following element:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	----Reference    

     (MessageIdentification)
	<Ref>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	


2.4.1.1 Reference  (MessageIdentification)  <Ref>

Presence: [1..1]

Definition: Identification of the message  

Datatype: Max35Text 

2.4.2 ProprietaryData  <PrtryData>

Presence: [1..1]

Definition: 

ProprietaryData  <PrtryData> contains the following elements:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	----Type
     (MessageType)
	<Tp>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	

	
	----Data
	<Data>
	[0..1]
	
	[1..1]
	
	

	
	------OriginalSystemDate
	<OrgnlSysDt>
	
	
	[1..1]
	ISODate
	

	
	------OriginalSystemStatus
	<OrgnlSysSts>
	
	
	[1..1]
	SystemStatus (Max4Text)
	

	
	------CurrentSystemDate
	<CurSysDt>
	
	
	[1..1]
	ISODate
	

	
	------CurrentSystemStatus
	<CurSysSts>
	
	
	[1..1]
	SystemStatus (Max4Text)
	

	
	------NextSystemDate
	<NxtSysDt>
	
	
	[1..1]
	ISODate
	

	
	------MemberChangeNumber
	<MmbChngNb>
	
	
	[0..1]
	Exact8NumericText
	

	
	------ParameterChangeNumber
	<ParamChngNb>
	
	
	[0..1]
	Exact8NumericText
	

	
	------DirectMemberChangeNumber
	<DrctMmbChngNb>
	
	
	[0..1]
	Exact8NumericText
	

	
	------Unstructured

       (RemittanceInformation)
	<Ustrd>
	
	
	[0..1]
	Max35Text
	


2.4.2.1 Type  (MessageType)  <Tp>

Presence: [1..1]

Definition: Type of the message   

Datatype: Max35Text 

2.4.2.2 Data  <Data>

Presence: [0..1]

Definition: 

Data  <Data> contains the following elements: 

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	------OriginalSystemDate
	<OrgnlSysDt>
	
	
	[1..1]
	ISODate
	

	
	------OriginalSystemStatus
	<OrgnlSysSts>
	
	
	[1..1]
	SystemStatus (Max4Text)
	

	
	------CurrentSystemDate
	<CurSysDt>
	
	
	[1..1]
	ISODate
	

	
	------CurrentSystemStatus
	<CurSysSts>
	
	
	[1..1]
	SystemStatus (Max4Text)
	

	
	------NextSystemDate
	<NxtSysDt>
	
	
	[1..1]
	ISODate
	

	
	------MemberChangeNumber
	<MmbChngNb>
	
	
	[0..1]
	Exact8NumericText
	

	
	------ParameterChangeNumber
	<ParamChngNb>
	
	
	[0..1]
	Exact8NumericText
	

	
	------DirectMemberChangeNumber
	<DrctMmbChngNb>
	
	
	[0..1]
	Exact8NumericText
	

	
	------Unstructured       

       (RemittanceInformation)
	<Ustrd>
	
	
	[0..1]
	Max35Text
	


2.4.2.2.1 OriginalSystemDate    <OrgnlSysDt>

Presence:

Definition: Original system date  

2.4.2.2.2 OriginalSystemStatus     <OrgnlSysSts>

Presence:

Definition: Original system status

2.4.2.2.3 CurrentSystemDate    <CurSysDt>

Presence:

Definition: Current system date  

2.4.2.2.4 CurrentSystemStatus    <CurSysSts>

Presence:

Definition: Current system status  

2.4.2.2.5 NextSystemDate    <NxtSysDt>

Presence:

Definition: Next system date  

2.4.2.2.6 MemberChangeNumber    <MmbChngNb>

Presence:

Definition: Number of participant change periods  

2.4.2.2.7 ParameterChangeNumber    <ParamChngNb>

Presence:

Definition: Number of common parameters change periods  

2.4.2.2.8 DirectMemberChangeNumber     <DrctMmbChngNb>

Presence:

Definition: Number of indirect participant’s direct participant(s) change periods  

2.4.2.2.9 Unstructured  (RemittanceInformation)  <Ustrd>

Presence:

Definition: Information about remittance    

3 <cips.803.001.01> ParticipantStatusChangeNotice

3.1 MessageDefinition Functionality

3.1.1 Scope

 CIPS sends this message to all Participants. Upon receiving this message, the Participants reply to CIPS with a CommonConfirmation (cips.900) message.

3.1.2 Usage

CIPS sends this message to all Participants. Upon receiving this message, the Participants reply to CIPS with a CommonConfirmation (cips.900) message.

3.1.3 Outline

The ParticipantStatusChangeNotice MessageDefinition is composed of 2 MessageBuildingBlocks:

A. MessageIdentification  

B. ProprietaryData  

3.2 Structure

	Or
	MessageElement/BuildingBlock
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	Message root 
	<AdmstnPrtryMsg>
	[1..1]
	
	[1..1]
	
	

	
	--MessageIdentification
	<MsgId>
	[0..1]
	
	[1..1]
	
	

	
	----Reference

     (MessageIdentification)
	<Ref>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	

	
	--ProprietaryData
	<PrtryData>
	[1..1]
	
	[1..1]
	
	

	
	----Type

     (MessageType)
	<Tp>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	C1

	
	----Data
	<Data>
	[0..1]
	
	[1..1]
	
	

	
	------StatusInformation
	<StsInf>
	
	
	[1..1]
	
	

	
	--------MemberIdentification

(ChangeParticipantIdentification)
	<MmbId>
	
	
	[1..1]
	Max35Text
	

	
	--------Status

(BusinessProcessStatus)
	<Sts>
	
	
	[1..1]
	RunStatCode (Max4Text)
	C2

	
	--------LoggingStatus
	<LoginSts>
	
	
	[1..1]
	LoginOperationType Code (Max4Text)
	C3


3.3 Constraints

C1 fixed as cips.803.001.01

C2 ENBL: enabled    DSBL: disabled

C3 LOGN: login   LOGF: logoff

3.4 Message Building Blocks

This chapter describes the MessageBuildingBlocks of this MessageDefinition.

3.4.1 MessageIdentification  <MsgId>

Presence: [0..1]

Definition: 

MessageIdentification  <MsgId> contains the following element:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	----Reference
    (MessageIdentification)
	<Ref>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	


3.4.1.1 Reference  (MessageIdentification)  <Ref>

Presence: [1..1]

Definition: Identification of the message  

Datatype: Max35Text 

3.4.2 ProprietaryData  <PrtryData>

Presence: [1..1]

Definition: 

ProprietaryData  <PrtryData> contains the following elements:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	----Type
     (MessageType)
	<Tp>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	

	
	----Data
	<Data>
	[0..1]
	
	[1..1]
	
	

	
	------StatusInformation
	<StsInf>
	
	
	[1..1]
	
	

	
	--------MemberIdentification

          (ChangeParticipantIdentification)
	<MmbId>
	
	
	[1..1]
	Max35Text
	

	
	--------Status

          (BusinessProcessStatus)
	<Sts>
	
	
	[1..1]
	RunStatCode
(Max4Text)
	

	
	--------LoggingStatus
	<LoginSts>
	
	
	[1..1]
	LoginOperationTypeCode (Max4Text)
	


3.4.2.1 Type  (MessageType)  <Tp>

Presence: [1..1]

Definition: Type of the message   

Datatype: Max35Text 

3.4.2.2 Data  <Data>

Presence: [0..1]

Definition: 

Data  <Data> contains the following elements: 

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	------StatusInformation
	<StsInf>
	
	
	[1..1]
	
	

	
	--------MemberIdentification

          (ChangeParticipantIdentification)
	<MmbId>
	
	
	[1..1]
	Max35Text
	

	
	--------Status

          (BusinessProcessStatus)
	<Sts>
	
	
	[1..1]
	RunStatCode
(Max4Text)
	

	
	--------LoggingStatus
	<LoginSts>
	
	
	[1..1]
	LoginOperationTypeCode (Max4Text)
	


3.4.2.2.1 StatusInformation  <StsInf>

Presence:

Definition: 

StatusInformation  <StsInf> contains the following elements:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	--------MemberIdentification

          (ChangeParticipantIdentification)
	<MmbId>
	
	
	[1..1]
	Max35Text
	

	
	--------Status

          (BusinessProcessStatus)
	<Sts>
	
	
	[1..1]
	RunStatCode
(Max4Text)
	

	
	--------LoggingStatus


	<LoginSts>
	
	
	[1..1]
	LoginOperationTypeCode (Max4Text)
	


3.4.2.2.1.1 MemberIdentification  (ChangeParticipantIdentification)  <MmbId>

Presence:

Definition: Identification of a participating institution in the change
3.4.2.2.1.2 Status  (BusinessProcessStatus)  <Sts>

Presence:

Definition: Processing status of business  

3.4.2.2.1.3 LoggingStatus    <LoginSts>

Presence:

Definition: Logging status

4 <cips.805.001.01> RequestForLogin/Logoff

4.1 MessageDefinition Functionality

4.1.1 Scope

Participants send this message to CIPS for Login/Logoff operation. CIPS sends a AnswerForLogin/Logoff (cips.806) or MessageAbandonNotice (cips.912) message to Participants.

4.1.2 Usage

Participants send this message to CIPS for Login/Logoff operation. CIPS sends a AnswerForLogin/Logoff (cips.806) or MessageAbandonNotice (cips.912) message to Participants.

4.1.3 Outline

The RequestForLogin/Logoff MessageDefinition is composed of 2 MessageBuildingBlocks:

A. MessageIdentification  

B. ProprietaryData  

4.2 Structure

	Or
	MessageElement/BuildingBlock
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	Message root 
	<AdmstnPrtryMsg>
	[1..1]
	
	[1..1]
	
	

	
	--MessageIdentification
	<MsgId>
	[0..1]
	
	[1..1]
	
	

	
	----Reference

     (MessageIdentification)
	<Ref>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	

	
	--ProprietaryData
	<PrtryData>
	[1..1]
	
	[1..1]
	
	

	
	----Type

     (MessageType)
	<Tp>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	C1

	
	----Data
	<Data>
	[0..1]
	
	[1..1]
	
	

	
	------LoginInformation
	<LoginInf>
	
	
	[1..1]
	
	

	
	--------LoginOperationType

(OperationType)
	<LoginOprTp>
	
	
	[1..1]
	LoginOperationTypeCode (Max4Text)
	C2


4.3 Constraints

C1 fixed as cips.805.001.01

C2 LOGN: login    LOGF: logoff

4.4 Message Building Blocks

This chapter describes the MessageBuildingBlocks of this MessageDefinition.

4.4.1 MessageIdentification  <MsgId>

Presence: [0..1]

Definition: 

MessageIdentification  <MsgId> contains the following element:
	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	----Reference
     (MessageIdentification)
	<Ref>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	


4.4.1.1 Reference  (MessageIdentification)  <Ref>

Presence: [1..1]

Definition: Identification of the message  

Datatype: Max35Text 

4.4.2 ProprietaryData  <PrtryData>

Presence: [1..1]

Definition: 

ProprietaryData  <PrtryData> contains the following elements:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	----Type
     (MessageType)
	<Tp>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	

	
	----Data
	<Data>
	[0..1]
	
	[1..1]
	
	

	
	------LoginInformation
	<LoginInf>
	
	
	[1..1]
	
	

	
	--------LoginOperationType

           (OperationType)
	<LoginOprTp>
	
	
	[1..1]
	LoginOperationTypeCode (Max4Text)
	


4.4.2.1 Type  (MessageType)  <Tp>

Presence: [1..1]

Definition: Type of the message   

Datatype: Max35Text 

4.4.2.2 Data  <Data>

Presence: [0..1]

Definition: 

Data  <Data> contains the following elements: 

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	------LoginInformation
	<LoginInf>
	
	
	[1..1]
	
	

	
	--------LoginOperationType

          (OperationType)
	<LoginOprTp>
	
	
	[1..1]
	LoginOperationTypeCode (Max4Text)
	


4.4.2.2.1 LoginInformation  <LoginInf>

Presence:

Definition: 

LoginInformation  <LoginInf> contains the following element:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	--------LoginOperationType

          (OperationType)
	<LoginOprTp>
	
	
	[1..1]
	LoginOperationTypeCode (Max4Text)
	


4.4.2.2.1.1 LoginOperationType  (OperationType)  <LoginOprTp>

Presence:

Definition: Type of operation   

5 <cips.806.001.01> AnswerForLogin/Logoff

5.1 MessageDefinition Functionality

5.1.1 Scope

Upon receiving a RequestForLogin/Logoff message (cips.805) from Participants, CIPS conducts Login/Logoff operation. CIPS sends this message to Participants either because no error is found during checking or the message fails to pass business checks.

5.1.2 Usage

Upon receiving a RequestForLogin/Logoff message (cips.805) from Participants, CIPS conducts Login/Logoff operation. CIPS sends this message to Participants either because no error is found during checking or the message fails to pass business checks.

5.1.3 Outline

The AnswerForLogin/Logoff MessageDefinition is composed of 2 MessageBuildingBlocks:

A. MessageIdentification  

B. ProprietaryData  

5.2 Structure

	Or
	MessageElement/BuildingBlock
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	Message root 
	<AdmstnPrtryMsg>
	[1..1]
	
	[1..1]
	
	

	
	--MessageIdentification
	<MsgId>
	[0..1]
	
	[1..1]
	
	

	
	----Reference

     (MessageIdentification)
	<Ref>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	

	
	--ProprietaryData
	<PrtryData>
	[1..1]
	
	[1..1]
	
	

	
	----Type

    (MessageType)
	<Tp>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	C1

	
	----Data
	<Data>
	[0..1]
	
	[1..1]
	
	

	
	------OriginalGroupInformation
	<OrgnlGrpInf>
	
	
	[1..1]
	
	

	
	--------OriginalMessageIdentification
	<OrgnlMsgId>
	
	
	[1..1]
	Max35Text
	

	
	------LoginResponseInformation
	<LoginRspnInf>
	
	
	[1..1]
	
	

	
	--------LoginOperationType

(OperationType)
	<LoginOprTp>
	
	
	[1..1]
	LoginOperationTypeCode 
(Max4Text)
	C2

	
	--------CurrentSystemDate
	<CurSysDt>
	
	
	[1..1]
	ISODate
	

	
	--------CurrentSystemStatus
	<CurSysSts>
	
	
	[1..1]
	SystemStatus (Max4Text)
	

	
	--------ProcessStatus

(CIPSProcessStatus)
	<PrcSts>
	
	
	[1..1]
	ProcessCode (Max4Text)
	C3

	
	--------ProcessCodeAndInformation

(BusinessProcessCodeAndBusiness RejectionInformation)
	<PrcCdAndInf>
	
	
	[0..1]
	Max105Text
	C4


5.3 Constraints

C1 fixed as cips.806.001.01

C2 LOGN: login     LOGF: logoff

C3 RSVL: resolved   RJCT: rejected

C4 business processing code/business rejection information

5.4 Message Building Blocks

This chapter describes the MessageBuildingBlocks of this MessageDefinition.

5.4.1 MessageIdentification  <MsgId>
Presence: [0..1]

Definition: 

MessageIdentification  <MsgId> contains the following element:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	----Reference
     (MessageIdentification)
	<Ref>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	


5.4.1.1 Reference  (MessageIdentification)  <Ref>

Presence: [1..1]

Definition: Identification of the message  

Datatype: Max35Text 

5.4.2 ProprietaryData  <PrtryData>

Presence: [1..1]

Definition: 

ProprietaryData  <PrtryData> contains the following elements:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	----Type
     (MessageType)
	<Tp>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	

	
	----Data
	<Data>
	[0..1]
	
	[1..1]
	
	

	
	------OriginalGroupInformation
	<OrgnlGrpInf>
	
	
	[1..1]
	
	

	
	--------OriginalMessageIdentification
	<OrgnlMsgId>
	
	
	[1..1]
	Max35Text
	

	
	------LoginResponseInformation
	<LoginRspnInf>
	
	
	[1..1]
	
	

	
	--------LoginOperationType

          (OperationType)
	<LoginOprTp>
	
	
	[1..1]
	LoginOperationTypeCode (Max4Text)
	

	
	--------CurrentSystemDate
	<CurSysDt>
	
	
	[1..1]
	ISODate
	

	
	--------CurrentSystemStatus
	<CurSysSts>
	
	
	[1..1]
	SystemStatus
(Max4Text)
	

	
	--------ProcessStatus

          (CIPSProcessStatus)
	<PrcSts>
	
	
	[1..1]
	ProcessCode (Max4Text)
	

	
	--------ProcessCodeAndInformation

(BusinessProcessCodeAndBusiness RejectionInformation)
	<PrcCdAndInf>
	
	
	[0..1]
	Max105Text
	


5.4.2.1 Type  (MessageType)  <Tp>

Presence: [1..1]

Definition: Type of the message 

Datatype: Max35Text 

5.4.2.2 Data  <Data>

Presence: [0..1]

Definition: 

Data  <Data> contains the following elements: 

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	------OriginalGroupInformation
	<OrgnlGrpInf>
	
	
	[1..1]
	
	

	
	--------OriginalMessageIdentification
	<OrgnlMsgId>
	
	
	[1..1]
	Max35Text
	

	
	------LoginResponseInformation
	<LoginRspnInf>
	
	
	[1..1]
	
	

	
	--------LoginOperationType

          (OperationType)
	<LoginOprTp>
	
	
	[1..1]
	LoginOperationType Code 
(Max4Text)
	

	
	--------CurrentSystemDate
	<CurSysDt>
	
	
	[1..1]
	ISODate
	

	
	--------CurrentSystemStatus
	<CurSysSts>
	
	
	[1..1]
	SystemStatus
(Max4Text)
	

	
	--------ProcessStatus

          (CIPSProcessStatus)
	<PrcSts>
	
	
	[1..1]
	ProcessCode
(Max4Text)
	

	
	--------ProcessCodeAndInformation

(BusinessProcessCodeAndBusiness RejectionInformation)
	<PrcCdAndInf>
	
	
	[0..1]
	Max105Text
	


5.4.2.2.1 OriginalGroupInformation  <OrgnlGrpInf>

Presence:

Definition: 

OriginalGroupInformation  <OrgnlGrpInf> contains the following elements:
	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	--------OriginalMessageIdentification
	<OrgnlMsgId>
	
	
	[1..1]
	Max35Text
	


5.4.2.2.1.1 OriginalMessageIdentification    <OrgnlMsgId>

Presence:

Definition: Identification of the original message  

5.4.2.2.2 LoginResponseInformation  <LoginRspnInf>

Presence:

Definition: 

LoginResponseInformation  <LoginRspnInf> contains the following elements:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	--------LoginOperationType

          (OperationType)
	<LoginOprTp>
	
	
	[1..1]
	LoginOperationType Code 
(Max4Text)
	

	
	--------CurrentSystemDate
	<CurSysDt>
	
	
	[1..1]
	ISODate
	

	
	--------CurrentSystemStatus
	<CurSysSts>
	
	
	[1..1]
	SystemStatus
(Max4Text)
	

	
	--------ProcessStatus

          (CIPSProcessStatus)
	<PrcSts>
	
	
	[1..1]
	ProcessCode 
(Max4Text)
	

	
	--------ProcessCodeAndInformation

(BusinessProcessCodeAndBusiness RejectionInformation)
	<PrcCdAndInf>
	
	
	[0..1]
	Max105Text
	


5.4.2.2.2.1 LoginOperationType  (OperationType)  <LoginOprTp>

Presence:

Definition: Type of operation  

5.4.2.2.2.2 CurrentSystemDate    <CurSysDt>

Presence:

Definition: Current system date

5.4.2.2.2.3 CurrentSystemStatus    <CurSysSts>

Presence:

Definition: Current system status  

5.4.2.2.2.4 ProcessStatus  (CIPSProcessStatus)  <PrcSts>

Presence:

Definition: CIPS processing status  

5.4.2.2.2.5 ProcessCodeAndInformation  (BusinessProcessCodeAndBusinessRejectionInformation)  <PrcCdAndInf>

Presence:

Definition: Business processing code + business rejection information

6 <cips.807.001.01> ForcedOfflineNotice

6.1 MessageDefinition Functionality

6.1.1 Scope

CIPS sends this message to notify related Particaipant that the Participant has been forcibly logged off from the system.

6.1.2 Usage

CIPS sends this message to notify related Particaipant that the Participant has been forcibly logged off from the system.

6.1.3 Outline

The ForcedOfflineNotice MessageDefinition is composed of 2 MessageBuildingBlocks:

A. MessageIdentification  

B. ProprietaryData  

6.2 Structure

	Or
	MessageElement/BuildingBlock
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	Message root 
	<AdmstnPrtryMsg>
	[1..1]
	
	[1..1]
	
	

	
	--MessageIdentification
	<MsgId>
	[0..1]
	
	[1..1]
	
	

	
	----Reference

    (MessageIdentification)
	<Ref>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	

	
	--ProprietaryData
	<PrtryData>
	[1..1]
	
	[1..1]
	
	

	
	----Type

     (MessageType)
	<Tp>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	C1


6.3 Constraints

C1 fixed as cips.807.001.01

6.4 Message Building Blocks

This chapter describes the MessageBuildingBlocks of this MessageDefinition.

6.4.1 MessageIdentification  <MsgId>

Presence: [0..1]

Definition: 

MessageIdentification  <MsgId> contains the following element:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	----Reference
     (MessageIdentification)
	<Ref>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	


6.4.1.1 Reference  (MessageIdentification)  <Ref>

Presence: [1..1]

Definition: Identification of the message  

Datatype: Max35Text 

6.4.2 ProprietaryData  <PrtryData>

Presence: [1..1]

Definition: 

ProprietaryData  <PrtryData> contains the following element:

	Or
	MessageElement
	<XML Tag>
	ISO20022 Mult.
	ISO20022 Type
	CIPS Mult.
	CIPS Type
	Constr. No.

	
	----Type
     (MessageType)
	<Tp>
	[1..1]
	Max35Text
	[1..1]
	Max35Text
	


6.4.2.1 Type  (MessageType)  <Tp>

Presence: [1..1]

Definition: Type of the message   

Datatype: Max35Text 


